














ZPrinter 450

All-in-One

FEATURE-RICH COLOR 3D PRINTER

Specifications
Build Speed

2-4 layers per minute
Build Size

203 x 254 x 203 mm (8 % 10 % 8 inches)

Material Options
High-performance composite

Layer Thickness
User selectable at time of printing;

L89-.102 mm (.0035-.004 inches)

Resolution
300 x 450 dpi

Number of Print Heads
Two (one tricolor, one clear)

System Software

Z Corporation's proprietary software accepts
solid models in 5TL, VRML, and PLY file formats
as input. ZPrint software features 30 viewing,
text l[abeling, and scaling functionality.

Equipment Dimensions
122 %79 % 140 cm (48 x 31 x 55 inches)

Equipment Weight
193 kg (425 Ibs)

Power Requirements
100V, 14.4A or 115V, 14,04 or 230V, 6.2A

Metwark Connectivity
TCP/IP100/10 base T

Workstation Compatibility
Windows® 2000 Professional and
Windows XP* Professional

Regulatory Compliance
CE, CSA

Special Facility Requirements
Nane

Integrated Fine-Powder -
Removal Chamber

Quick-Load Binder -
Cartridge

New Single Print Head
Color Technology

Expanded, On-Printer
Controls

Closed-Loop, Automated -

Powder Loading,
Handling and Recycling
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